
Includes:
•	Identify your fifth wheel	
•	Pre-service procedures	
•	Preventive maintenance	
•	Troubleshooting	
•	Rebuild information
•	Mounting information
•	Frequently asked questions
•	Supplemental videos available at www.fifthwheel.com
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Identify your fifth wheel

SL 7 ATB 6750 12Release Top plate model Mounting bracket model Mounting height Slide travel

1. Top plate 2. Mounting bracket 3. Slide rail

Fontaine International complete assembly part numbers. Example:   SL7ATB675012

SL = Side left 
SR = Side right
AA = Air actuated
BL = Blocked left

C = 7000CC No-Slack® (left release only) 
7 = 7000 No-Slack®

6 = 6000 No-Slack®

Actual height from truck 
frame to top of fifth wheel.
Examples:	 7125 = 7-1/8"
	 7250 = 7-1/4"
	 8375 = 8-3/8"
	 9750 = 9-3/4"

For sliding fifth wheels only. 
Example:	 12 = 12" slide
	 24 = 24" slide
	 36 = 36" slide
	 48 = 48" slide

ATB	 =	 Air slide bracket
MTB	 =	 Manual slide bracket
PMA	 =	 Plate mount adjustable
PSA	 =	 Short plate mount
PLA	 =	 Long plate mount
FMA	 =	 Frame mount
BSM	=	 Bracket stationary mount
AWX	 =	 Xtra® heavy duty air wedge slide
A36 	 =	 Stationary angle mount

Serial number locations

Part number nomenclature

Duty class restrictions

New style serial number (after 11/27/00). Serial number 
engraved directly into the right side of fifth wheel skirt. Note: 
position 5 and 6 of the serial number indicates the year built.

XXXXXXXXX

No-Slack® right side view

Old style serial number (before 11/27/00). Serial number located 
on small rectangular tag on front of top plate. Note: position 3 and 4 
of the serial number indicates the year built.

XXXXXXXXX

No-Slack® front view

Standard duty 
weight:	 Less than 95,000 lbs (43,000 kg) 		
	 gross combination weight (GCW)
Road type:	 100% on-highway application on 		
	 maintained concrete or asphalt roads
Travel type:	 More than 30 miles between each stop
Axle limitation:	 Maximum number of towed axles equals 2
Top plates:	 3000 (van trailers flatbeds, stretch and skate 	
	 trailers only), 6000, 7000, 7000CC

Moderate duty (on-highway) 
Weight:	 Less than 115,000 lbs (52,000 kg) 		
	 gross combination weight (GCW)
Road type:	 100% on-highway application on maintained 	
	 concrete or asphalt roads
Travel type:	 No minimum mileage between stops.
Axle limitation:	 Maximum number of towed axles equals 4 
Top plates:	 6000, 7000, 7000CC, H5092

Moderate duty (off-highway) 
Weight:	 Less than 115,000 lbs (52,000 kg) 		
	 gross combination weight (GCW)
Road type:	 Less than 10% off-highway application on 	
	 maintained concrete, asphalt, gravel or crushed 	
	 rock roads
Travel type:	 No minimum mileage between stops
Axle limitation:	 Maximum number of towed axles equals 4 
Top plates:	 6000 (van trailers only), 7000, 7000CC, H5092

Severe Duty (on-highway) 
Weight:	 More than 115,000 lbs (52,000 kg) 		
	 gross combination weight (GCW)
Road type:	 Less than 10% off-highway application on 	
	 maintained concrete, asphalt, gravel or crushed 	
	 rock roads
Travel type:	 No minimum mileage between stops
Axle limitation:	 No axle limitations 
Top plates:	 7000 (van trailers only), 7000CC, H5092

Severe duty (off-highway) 
Weight:	 More than 115,000 lbs (52,000 kg) 		
	 gross combination weight (GCW)
Road type:	 Any off-highway application on all road types 	
	 including non-maintained roads
Travel type:	 No minimum mileage between stops
Axle limitation:	 No axle limitation
Special	 All logging, mining and oil field applications  
applications: 	 fall into this category regardless of anticipated 	
	 weight, road type or number of axles 
Top plates:	 H5092, X5092




